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NOTES
— 7) SIGNAL TIMING IS APPROXIMATE AND IS NOT TO BE CONSIDERED FINAL. ALL NEC-
6 MIN D A A BLE CLAMR HARDWARE 10 ARE ACTIVATED. THE REQIDENT ENGINEER SHALL PERFORM CHECKS DURING THE A
T— y ATTACH ARM TO POLE UNLESS OTHER- ) ALL TRAF VATED. TH NT ENGIN HALL M CHELK HE AM
| Ie} T ==t WISE NOTED IN THE PLANS. ' SHE LATEE%CRE\}%%NEggI?HEENLA?IEISIIGIALMEEEC?EIngEFgNﬁklécl;EggégEzgg{)g. o AND PM PEAK PERIODS TO INSURE OPTIMUM SETTINGS, IF REQUIRED, APPROPRIATE
| he 277 i (NEMA) AND THE INTERNATIONAL MUNICIPAL SIGNAL ASSOC. ( IMSA) STANDARDS TIMING CHANGES SHALL BE MADE TO °“FINE-TUNE'" THE CONTROLLER TO ITS BEST
| I_.rll:“ FOR TRAFF IC CONTROL SYSTEMS. EFFICIENCY PRIOR TO COMPLETION OF THE PROJECT. TIMING CHANGES WILL BE
T e APPROVED BY A REPRESENTATIVE OF THE V.A.0.T. TRAFFIC AND SAFETY DIVISION.
BRIl - “SPAN* 2) ALL ELECTRICAL WIRE AND CABLE SHALL BE COPPER. ELECTRICAL SIGNAL CABLE TIMING ADJUSTMENTS SHALL BE SUBSIDIARY TO THE TRAFFIC CONTROL SIGNAL ITEM.
I N FROM TRAFFIC SIGNAL CONTROLLER TO SIGNAL HEADS SHALL BE COMPOSED OF MINOR TIMING CHANGES MADE TO ‘‘FINE-TUNE‘‘ THE CONTROLLER WILL NOT AFFECT
| ok SIGNAL LOCATION AWG * 12 (MIN) STRANDED CONDUCTORS, AND SHALL MEET IMSA WIRE AND CABLE THE RUNNING OF THE 30 DAY TEST PERIOD.
| "| SEE DETAIL AT RIGHT SPECIF ICATIONS.
5 DAkl M | o TEJOOFEIC Show, SInain Pikes Sl or sk e SETO T ings o
¥ |1 SEE DETAIL BELOW CENTER I PP NALS A NSTALL HAT TH -
_::_'3 MIN. 3 ﬁk'gREs“%”g%GEEE”HEQBL% 35?{3.':. ?EE$°2.IFEE$?U$HEFEgg‘LE“EHgEETEEgsESET&,LE'E FLECTION DUE TO SPAN WIRE AND SIGNAL HEADS OCCURS. THE AMOUNT OF BACK
‘ "SAG" f TINUOUS FROM THE FIRST SIGNAL HEAD TO ANY ADDITIONAL HEADS WITH TER- RAKE SHALL BE AS SHOWN ON THE PLANS.
ol o1 MINATION IN THE DISCONNECT HANGER. 9) THE SIGNAL SYSTEM SHALL NOT OPERATE WITHOUT THE APPROPRIATE PAVEMENT
@)
1Ol 1ol 4) THE PEDESTRIAN SIGNAL HEADS SHALL HAVE AUDIO SIGNALS TO INDICATE ALLOW- MARKINGS AND RELATED SIGNING IN PLACE.
Q, ‘ Q. PHASE. T THEY SHALL BE BF The TYPE NORMALLY tobp RER DURANC THE PEDESIRIAN  10) THE SIGNAL HEADS SHALL BE COVERED WITH AN OPAQUE COVERING UNTIL SUCH
AND BE WIRED IN SUCH A WAY AS TO BE EASILY DEACTIVATED. AFTER THE AUDIO TIME AS THE SIGNAL SYSTEM IS FUNCTIONAL. AT NO TIME SHOULD THE HEADS
’ BE VIEWED WITHOUT HAVING SOME FORM OF SIGNAL INDICATION, I.E. FLASHING
A = ATTACHMENT HEIGHT SIGNAL HAS BEEN INSTALLED AND FIELD TESTED IT SHALL BE DEACTIVATED, UN
B - POLE HEGHT LESS AN EXCLUSIVE PEDESTRIAN PHASE IS OPERATING AT THE INTERSECTION. PED- OPERATION OR SEQUENCING AS PER PLAN.
X H BUTTONS SHALL INSTALLED AT EACH END OF EACH CROSSWALK
vopes C = LUMINAIRE BRACKET ARM LENGTH 11) THE CONFLICT MONITOR SHALL BE CAPABLE OF DETECTING A LACK OF RED. GREEN,
B 5 o e B e LENGTH  an WHERE ACTUATED PEDESTRIAN SIGNALS ARE INSTALLED OR AS SHOWN ON THE PLANS. T Lo R ALK S IR ARE sHALL e CAPABLE OE SToR NG A< BAsTENINE
HERWISE NOTED. THEY SHALL HE LATEST REQUIREMENTS OF THE MANUAL
12) THE VEHICLE DETECTOR AMPLIFIERS AND PHASE MODULES ( WHERE APPROPRIATE)
! ON UNIFORM TRAFFIC CONTROL DEVICES (MUTCD). INSIOE THE CONTROLUER CABINET SHALL HAVE_LABELS T0 INDICATE WHICH Prinse
AND MOVEMEN WITH EACH. THE LABELS SHALL BE 1/2’° WIDE.
SEE THE PLAN SHEETS FOR ® THE STREET LIGHTING ITEM IS NOT PART OF THE CONTRACT, THE LUMINATRES AND DETECTOR LEAD- INS SHALL ALSO BE LABELED AT THE TERMINAL BOARD AS TO
REQUIRED DIMENSIONS. BRACKET ARME ARE INCLUDED UNDER THE TRAEFIC CONTROL SIGNAL ITEM. THEY WHICH MOVEMENT AND LANE THEY ARE FROM, VEHICLE DETECTOR AMPLIFLIERS SHALL
;gﬁEMklggHmEgléENgg SHALL MEET ALL OF THE REQUIREMENTS OF SECTION 679 OF THE CURRENT VERMONT BE OF A TYPE THAT FAIL IN THE *“ON"* POSITION.
SEE BELOW STANDARD SPECIF ICATIONS FOR CONSTRUCTION. 13) TEST SWITCHES FOR EACH PHASE SHALL BE PLACED EITHER ON THE CABINET DOOR
0. OR IN A CONVENIENT LOCATION ON THE SIDE WALL.
| HANDHOLE (6" X 4°) 0
NNV SIZE3 18"+ : 14) ALL DOOR MOUNTED SWITCHES AND BUTTONS SHALL BE PROTECTED FROM ACCIDENTAL
‘ = r BUMPING OR FROM COMING INTO CONTACT WITH OTHER EQUIPMENT WHEN THE DOOR
iyl CONCRETE BASES_AS DESIGNED FOR EACH TR pALANGE ADJUSTER 15) ALL SIGNALS SHALL BE WIRED SUCH THAT NO MORE THAN TWO THROUGH FACES
iyl iy ( NORTH-SOUTH AND/OR EAST-WEST) ARE WIRED INTO ONE LOAD SWITCH EVEN
L Lo DISCONNECT LASHING THOUGH TWO APPROACHES ARE GREEN DURING THE SAME PHASE.
HANGER ASSEMBLY S 16) THE CONTRACTOR SHALL PROVIDE A MINIMUM OF TWO COPIES OF THE INSTRUCTION
NSTALLATIONS OTHER EQUIPMENT INCLUDED IN THE CABINET. ONE COPY IS TO BE KEPT IN THE
SPAN WIRE MOUNTED TRAFFIC SIGNALS WITH LUMINAIRES UNLESS OTHERWISE 6 DRIP LOOP CABINET AND THE OTHER GIVEN TO THE PARTY RESPONSIBLE FOR MAINTENANCE OF
NOTED) THE SIGNAL SYSTEM. ADDITIONAL COPIES TO BE PROVIDED AS CALLED FOR ON THE
EXTENSION gﬁ%Il__E HOLTES 1'A|-:'~lD I;s Er? e PLANS.
WITH TIE WRAPS
CONTROLLER CABINET WITH POLICE DOOR. THE (IF REQUIRED ) 17) FOR PROGRAMMABLE SOLID STATE CONTROLLERS AND MASTERS, COPIES OF THE
TO POWER SOURCE POLE CAP ’
D MAIN CABINET DOOR SHALL BE SECURED WITH A SWIVEL BALANCE ADJUSTER F INAL PROGRA TIN HA P T
( AERIAL ) Y A #3220 PADLOCK IN ADDITION TO THE TUMBLER WHERE BACKPLATES ARE MAY BE REQUIRED WHEN TN e ogRAM LISTINGS SHALL BE PROVIDED AND DISTRIBUTED AS DETAILED
\ \ TYPE LOCK. SEE HEAVY DUTY REQUIRED, THE SIGNAL IS MULTIFACE SIGNAL HEADS WILL
M — CLAMP AT RIGHT mEBgAIéu%‘EE%E |§0 THAT 5] NOT HANG PLUMB. 18) PHASING CHANGES, IF REQUESTED AND FEASIBLE, SHALL BE CONSIDERED AS PART
I BE o e AN | OF THE CONTRACT. EXTRA COMPENSATION FOR THE CHANGES MAY BE AUTHORIZED
METER SOCKET N J-HOOK FOLLOWING APPROVAL OF THE ESTIMATE.
’ — . 1~ GALVANIZED LIGHT DUTY WIRE. /\ SIGNAL HEAD
/ W |7 SPAN WIRE POLE CLAMP 19) TRAFFIC SIGNALS INSTALLED AT NEW LOCATIONS SHALL BE ACTIVATED ONLY UPON
| Q 18 \1'-/ MAXIMUM SPAN WIRE SPAN WIRE MOUNT'NG TYPICAL THE APPROVAL OF THE ENGINEER AND AFTER FLASHING FOR A MINIMUM OF 48 HRS.
N TENSION - 4000 LBS.
STAINLESS STEEL | | MIN. Y 20) IF THE PROJECT INVOLVES REPLACING OR IMPROVING AN EXISTING TRAFFIC SIG-
STRAPS_AND L 30 AMP (OR AS REQUIRED BY THE EQUIPMENT 1/y' + NAL, TRAFFIC SHALL BE CONTROLLED BY A UNIFORMED TRAFFIC OFF ICER AT ANY
CLEARANCE ” T 2 1 hd
BRACKETS \ MANUFACTURER ) DISCONNECT BOX TO BE 54" BOL 2 Y 3 TIME THE SIGNAL IS NOT SEQUENCING PER PLAN OR OPERATING ON FLASH, THE
THE SECURED WITH A “MASTER" #3220 PADLOCK. /| | %" DIA. HOLE FOR SWITCH FROM THE OLD TO THE NEW SIGNAL SHALL BE DONE DURING OFF-PEAK
1 o | o STRAND VISE X ’le{: icrég}JQLEOhslg TRAFFIC AND IN SUCH A WAY AS TO MINIMIZE DOWN TIME.
H 4
1 ¥ LASHING { Du s 21) TRAFFIC & PEDESTRIAN SIGNALS MOUNTED ON THE SIDE OF THE SIGNAL POLES MAY
L * e N oot Foar Ao st 20, 207 DERHINGS ot 1
[ ’ 6” T0 DROP FOR Y UBM HE TRA N N
coe | ||\ T WoCWALK FROM POLE (OR i+ | STEEL STRAP ORGED EYE OF THE VAOT VIA THE RESIDENT ENGINEER FOR APPROVAL PRIOR TO CONSTRUCT ION.
50 #TIACHMENTS WHEN THEY ARE LESS THAN L L MAXIMUM SPAN WIRE
- BOVE SIDEWALK ), 1 ! STRANDED CONDUCTOR TENSION - 12000 LBS. 22) ALL RIGIDLY MOUNTED TRAFFIC AND PEDESTRIAN SIGNAL HEADS ( POST TOP, SIDE
% . IGNAL CABLE OR ARM MOUNTED) SHALL BE HEAVY DUTY ALUMINUM, UNLESS OTHERWISE NOTED ON
\ 2 SETBACK APPLIES ONLY IN URBAN LOW N . S NUT THE PLANS.
TO POWER SOURCE SPEED AREAS, FOR OTHER MINIMUM CLEAR 3 6 DRIP LOOP
( UNDERGROUND ) ZONE SETBACKS SEE AASHTO’S * ROADSIDE 10 o 23) WHEN (FREE SWINGING) OPTICALLY PROGRAMMABLE SIGNAL HEADS ARE REQUIRED,
DESIGN GUIDE”” OR AS NOTED ON THE PLANS. 2 TWO ¥* x 2’ STAINLESS THEY SHALL NOT BE INSTALLED ON THE SAME HANGER ASSEMBLY AS LIGHTER WE IGHT
P § 2 (BLIND) HALF COUPLING, STEEL-COTTER PINS HEADS, UNLESS OTHERWISE NOTED ON THE PLANS. WHEN TWO HANGER ASSEMBL IES
NIPPLE AND WEATHERHEAD ARE INSTALLED CLOSE TOGETHER, THE BOTTOM OF THE SIGNALS SHALL BE CONNECT-
3'-8" T0 N ED BY A FLAT ARM ASSEMBLY TO PREVENT THE HEADS FROM HITTING EACH OTHER.
-0" CONDUIT BODY JUNCTION BOX -TYPE LB
o (MIN, 2 15" \ 24) WHEN MASKING OF OPTICALLY PROGRAMMABLE SIGNAL HEADS IS REQUIRED, THE
FACE | SUPPORT osplgngk EABLE Yoo HEADS SHALL BE RIGIDLY MOUNTED OR TETHERED, AS SHOWN ON STD E-171B.
OF ‘ _ ABL 4
CURB { o |y~ SEE STD.E-ITIB FOR CONCRETE PAD DETAILS HUNG FROM THE J-HOOK 25) WHEN STREET LIGHTING AND SIGNALS ARE INSTALLED AT THE SAME LOCATION,
T T SONCRETE T ¥ x 3 STEEL CLAMP THE POWER FOR EACH SHALL BE SEPARATED AT THE STANCHION OR SERVICE.
Sie PAD %’ U-BOLT
> % 26) meg T?EEOTHAEIggg SéEI;!ALTIf_ri IEO\gI;.‘_REE ';EOM THE SAME SERVICE, EACH SHALL
—: WN NNECT AT THE STANCHION.
f‘ % CABLE INSTALLATION TYPICAL SPAN WIRE CLAMP
PO O T Con oo CABINET WITH SPAN WIRE POLE CLAMP VY DUTY GaLANZED | OTHER STDS. E - 1718, E - 175
INSTALLATION TYPICAL (LIGHT DUTY GALVANIZED ) REQUIRED
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